AutoTap AT100 Pedal Faucet Controller
Technical Specs

Valve Manifold

51/4"
133 mm
Valve Manifold Specifications: T
1.200”
Material: Brass valve - High impact ABS casing —@() - Q()— 30 mm
Pressure rating: 20 - 120 psi 138 - 827kpa L
Operating pressure: 60 psi 413 kpa 350"
Flow rate: 8 gpm @ 60psi 30.2 L/m @ 413 kpa 89 mm

Mounting position: No restrictions
Inlet port Filtration: yes

Power requirement: 6v dc T [ ] [ ]

Inlet port connections: %" SPT (straight pipe threads) ou ot T

Outlet ports connections: 2" SPT (straight pipe threads) 5 154~ AutoTap 1140

Outlet ports adaptor: 72" x 3/8” 542mm || © T Faucet T Ol 29 mm
In i} L

Shipping weight: 3 Ib I_] ) l_]

AT400 Pedal Controller

——— 400" —’
. . 10.1 cm
Specifications: , 3
o Top View “
AT 100 2.5
6.35cm
Material: High impact ABS
Actuation movement: 1/8”

Mounting position: Upright
Pressure rating: 60 Ib
Operating pressure / Force: 5 oz e \
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To view installation instructions, Please visit our website at:
autotapfaucet.com




